
General Specifications

Engine
Engine Type 2-stroke, Piston reed valve, Liquid cooled
Displacement 64 cc
Bore X Stroke 44.5 x 41.6 mm
Compression Ratio 8.4:1
Carburetor Mikuni VM24ss
Lubrication System Premix gasoline & oil
Ignition System Magneto CDI (Flywheel)
Ignition Advance Electronic
Crankshaft Rotation Counterclockwise from ignition (LH) side
Cylinder Material Aluminum alloy with Electrofusion bore
Fuel Required Min 95 Research/90 Avg. Octane

Mixed 32:1 Gas:Oil
Oil 2-stroke racing oil for liquid cooled engines
Coolant 50% water /50% ethylene glycol base antifreeze

— Capacity 0.4 L
— Level Level with radiator filler neck

Transmission
Clutch Type Wet, Multi-disc, Manual
Transmission 6-speed, Constant mesh, Return shift
Shift Pattern (Bottom up) 1-N-2-3-4-5-6
Gear Ratios — 1st 2.85 (37/13)

— 2nd 2.13 (34/16)
— 3rd 1.72 (31/18)
— 4th 1.43 (30/21)
— 5th 1.22 (28/23)
— 6th 1.08 (26/24)

Primary Ratio 3.50 (77/22)
Final Ratio 3.62 (47/13)
Overall Ratio (Top Gear) 13.70

Chassis
Wheelbase 1,120 mm
Seat Height 760 mm
Ground Clearance 305 mm
Dry Weight 57kg    (125.6 lb.)
Curb Weight 60 kg   (132.2 lb.)
Fuel Tank Capacity 3.8 L    (1 gal.)
Tire Size — Front 60/100-14

— Rear 80/100-12
Brake Type — Front Disc

— Rear Disc
Brake Size — Front 154.8 mm

— Rear 146 mm
Wheel Travel — Front 210 mm

— Rear 240 mm

Model Identification

Year & Model ‘05 KX65-A6
Color Lime Green (777)
VIN Range JKBKXEAC �5A042001 -
Engine No. Range KX065AE000001 ~
Engine No. Location RH side crankcase, below cylinder base

Tuning Specifications

Engine
Cylinder Head Torque

— Head Bolts Cross-tighten:  2.5 kg-m
Compression Pressure 157 psi
Spark Plug NGK B10EG

— Gap 0.7-0.8 mm
Ignition Timing 20.5° BTDC at 6,000 rpm
Air Screw (Turns Out) 1 1

2
Transmission Oil SE Class SAE 10W30 or 10W40

— Capacity 0.5 L
— Level M/C vertical, wait 5 min. between lines in window

Chassis
Fork Oil SHOWA SS8 GO SAE 10W20

— Capacity 252 ±2.5 cc dry
Tire Pressure (Cold)

— Front 15 psi Change for course & rider preference
— Rear 15 psi Change for course & rider preference

Drive Chain Slack 15-30 mm (on side stand, tightest point, STD)


